[bookmark: _GoBack]PROCEEDINGS, A Workshop
List Authors in Header, surnames only, e.g. Smith and Tanaka, or Jones et al.
List Authors in Header, surnames only, e.g. Smith and Tanaka, or Jones et al.
	This is the Abstract Title, First Letter Capitalized	
John A. Author, Janet Author and Charles Author, Do not use titles (e.g. Dr., Prof.)
Affiliations of the authors
E-mail address of main contact

Keywords: Enter your keywords here.
Abstract
Abstract text should not exceed 500 words.
Please provide references and a key figure at the end of the abstract.
Please send back your final abstract in the provided word file (and not in PDF form).

[image: ]
[bookmark: _Ref456513202]Figure 1: Make your figures “in line with text” (not “float over text”).
References
Verma, A., and Pruess, K.: Enhancement of Steam Phase Relative Permeability Due to Phase Transformation Effects in Porous Media, Proceedings, 11th Workshop on Geothermal Reservoir Engineering, Stanford University, Stanford, CA (1986).
Wang, C.T., and Horne, R.N.: Boiling Flow in a Horizontal Fracture, Geothermics, 29, (1999), 759-772.

1
2

3

image1.wmf
0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9

1

0

0.2

0.4

0.6

0.8

1

S

w

k

r


